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Form spiral-shaped loops using a first metal line on
an insulating layer

i — 204

Use a second metal line to form spiral-shaped loops
between the loops of the first metal line

FIGURE 5

Form spiral-shaped loops on an insulator using a
first metal line

i 304

Form spiral-shaped loops on the insulator using a
second metal line

i —306

Use a third metal line to form spiral-shaped loops
between the loops of the first metal line

l /- 308

Use the third metal line to form spiral-shaped loops
between the loops of the second metal metal line

l /—310

Form a first inductor between the first and third metal
lines

i 312

Form a second inductor between the second and
third metal lines

FIGURE 6
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1
BANDPASS FILTER IMPLEMENTATION ON
A SINGLE LAYER USING SPIRAL
CAPACITORS

BACKGROUND

The present disclosure relates to electronic circuits, and
more particularly to a bandpass filter used in such filters.

Capacitors are widely used in electronic circuits to store
charges and achieve the desired electrical functionality. For
example, capacitors are used in filters to filter out frequencies
that fall outside a desired range. As is well known, a capacitor
includes two conductive plates separated from one another by
a dielectric layer.

FIG. 1 is a top view of a conventional capacitor 10, com-
monly referred to as an interdigitated capacitor. Metal lines
12 and 14 form the plates of capacitor 10. Capacitor 10 is
shown as having a height h and a length 1. The width of metal
lines 12, 14 is shown as being equal to w. The spacing
between these metal lines is shown as being equal to g. Con-
ventional capacitors, such as capacitor 10, consume a rela-
tively large substrate area when used to form a bandpass filter
operating at a radio frequency (RF).

SUMMARY

A planar capacitor, in accordance with one embodiment of
the present invention, includes, in part, a first metal line
forming spiral-shaped loops around one of its end point. The
capacitor also includes a second metal line forming spiral-
shaped loops around one of its end points. The loops of the
second metal line are formed between the loops of the first
metal line. The first and second metal lines are coplanar,
formed on an insulating layer, and form the first and second
plates of the planar capacitor.

In one embodiment, the width of each of the first and
second metal lines is greater than a spacing between the first
and second metal lines. In one embodiment, the insulating
layer is formed above a semiconductor substrate. In another
embodiment, the insulating layer is formed on a printed cir-
cuit board.

A filter, in accordance with one embodiment of the present
invention, includes, in part, a first metal line forming spiral-
shaped loops around one of its end points. The filter also
includes, in part, a second metal line—coplanar with the first
metal line—forming spiral-shaped loops around one of its
end points. The first and second metal lines are formed on an
insulating layer and respectively include first and second
plates form the input and output terminals of the filter. The
filter further includes, in part, a third metal line—coplanar
with the first and second metal lines—that forms spiral-
shaped loops between the loops of the first and second metal
lines. The third metal line includes a third metal plates that
forms a terminal common to the input and output of the filter.
The filter further includes a first inductor coupled between the
first and third metal lines, and a second inductor coupled
between the second and third metal lines.

In one embodiment, the third metal line is coupled to a
ground terminal. In one embodiment, the first metal line
includes, in part, a first arm extending along a width of the first
metal plate and terminating in a fourth metal plate. In such
embodiments, the second metal line includes, in part, a sec-
ond arm parallel to the first arm and terminating in a fifth
metal plate parallel to the fourth metal plate. In on embodi-
ment, the first, second and third metal plates have the same
width.
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In one embodiment, the width of the first and third metal
lines in their associated spiral-shaped loops is greater than the
spacing between the first and third metal lines in their asso-
ciated spiral-shaped loops. The width of the second and third
metal lines in their associated spiral-shaped loops is greater
than a spacing between the second and third metal lines in
their associated spiral-shaped loops. In one embodiment, the
width of the fourth metal plate is greater than the length of the
fourth metal plate, and the width of the fifth metal plate is
greater than the length of the fifth metal plate.

In one embodiment, the fourth and fifth metal plates have
the same length. In one embodiment, the fourth and fifth
metal plates have the same width. In one embodiment, the
length of the first and second inductors is greater than the
width of the first and second metal plates. In one embodiment,
the length of the first and second arms is smaller than the
length of the outer loop of the first and second spiral-shaped
loops.

A method of forming a planar capacitor, in accordance with
one embodiment of the present invention, includes, in part,
forming spiral-shaped loops using a first metal line, and form-
ing spiral-shaped loops using a second metal line—coplanar
with first metal line—between the loops of the first metal line.
The first and second metal lines are formed on an insulating
layer. In one embodiment, the width of the first and second
metal lines is greater than their spacing. In one embodiment,
the insulating layer is formed above a semiconductor sub-
strate. In another embodiment, the insulating layer is formed
on a printed circuit board.

A method of forming a filter, in accordance with one
embodiment of the present invention, includes, in part, form-
ing a first spiral-shaped loops using a first metal line, forming
a second spiral-shaped loops using a second metal line, using
a third metal line to form spiral-shaped loops between the
loops of the first metal line and the loops of the second metal
line, forming a first inductor between the first and third metal
lines, and forming a second inductor between the second and
third metal lines. The first, second, and third metal lines are
formed on an insulating layer and respectively include first,
second and third plates forming the input terminal, output
terminal, and a common terminal of the filter.

In one embodiment, the third metal line is coupled to the
ground terminal. In one embodiment, the method further
includes, in part, forming a first metal arm using the first metal
line that extends along the width of the first metal plate and
terminates in a fourth metal plate. The method further
includes, forming a second metal arm using the second metal
line that extends along the width of the second metal plate and
terminates in a second metal plate.

In one embodiment, the first, second and third metal plates
have the same width. In one embodiment, the width of the first
and third metal lines in their associated spiral-shaped loops is
greater than the spacing between the first and third metal lines
in their associated spiral-shaped loops. The width of the sec-
ond and third metal lines in their associated spiral-shaped
loops is greater than the spacing between the second and third
metal lines in their associated spiral-shaped loops.

In one embodiment, the width of the fourth metal plate is
greater than the length of the fourth metal plate, and the width
of the fifth metal plate is greater than the length of the fifth
metal plate. In one embodiment, the fourth and fifth metal
plates have the same length. In one embodiment, the fourth
and fifth metal plates have the same width. In one embodi-
ment, the length of the first and second inductors is greater
than the width of the first and second metal plates. In one
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embodiment, the length of the first and second arms is smaller
than the length of the outer loops of the first and second
spiral-shaped loops.

BRIEF DESCRIPTION OF THE DRAWINGS

Aspects of the disclosure are illustrated by way of example.
Inthe accompanying figures, like reference numbers indicate
similar elements, and:

FIG. 1is atop view of a conventional interdigitated capaci-
tor, as known in the prior art.

FIG. 2 is a top view of a spiral-shaped planar capacitor, in
accordance with one embodiment of the present invention.

FIG. 3 is a cross-sectional view of the capacitor of FIG. 2,
in accordance with one embodiment of the present invention.

FIG. 4 is a top view of a filter formed using a pair of spiral
planar capacitors, in accordance with one embodiment of the
present invention.

FIG. 5 is a flowchart of a method for forming a spiral-
shaped planar capacitor, in accordance with one embodiment
of the present invention.

FIG. 6 is a flowchart of a method for forming a filter having
spiral-shaped capacitor loops, in accordance with one
embodiment of the present invention.

FIG. 7 shows an analog front end circuit having disposed
therein the filter of FIG. 4, in accordance with one embodi-
ment of the present invention.

DETAILED DESCRIPTION

Several illustrative embodiments will now be described
with respect to the accompanying drawings, which form a
part hereof. While particular embodiments, in which one or
more aspects of the disclosure may be implemented, are
described below, other embodiments may be used and various
modifications may be made without departing from the scope
of the disclosure.

FIG. 2 is a top view of a capacitor 20, in accordance with
one embodiment of the present invention. As shown, capaci-
tor 20 has two spiral arms 22 and 24 that are intertwined and
form its two conductive plates. In accordance with the present
invention, conductive plates 22, 24 are formed on the same
insulating layer of a semiconductor substrate and are thus
coplanar.

FIG. 2 is a simplified cross-sectional view of capacitor 20
along lines AA'. Semiconductor substrate 30 is shown as
including a multitude of layers collectively referred to as 32
and an insulating layer 34 over which the two conductive
layers 22 and 24 of capacitor 20 are formed. Since conductive
layers 22 and 24 of capacitor 20 are formed using the same
metal deposition and patterning step and over the same insu-
lating layer 34, conductive layers 22 and 24 are coplanar. It is
understood that layer 32 may include many more layers not
shown for simplicity.

As is seen from FIG. 2, first and second conductive plates
22 and 24 are formed using spiral-shaped metal lines that are
intertwined. Accordingly, the metal line (trace) of first con-
ductive plate 22 forms spiral-shaped loops around its end
point 32. Likewise, the metal line of second conductive plate
24 forms spiral-shaped loops around its end point 34. As is
further seen from FIG. 2, the loops of the first metal line are
formed between the loops of the second metal line, and the
loops of the first second line are formed between the loops of
the first metal line. Capacitor 20 advantageously has a higher
capacitance per unit area than conventional integrated capaci-
tors, such as interdigitated capacitor 10 of FIG. 1.
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As described above, in one embodiment, capacitor 20 is
formed on an insulation layer present on a semiconductor
substrate used to manufacture an integrated circuit. In another
embodiment, capacitor 20 may be formed on any other sub-
stantially planar insulation layer, such as a printed circuit
board (PCB). Capacitor 20 has a lower self-resonance and
thus a higher effective capacitance than similarly sized con-
ventional capacitors. The width of metal lines 22 and 24 is
shown as being equal to w. The spacing between these metal
lines is shown as being equal to g. In one embodiment w is
greater than g. In one embodiment, capacitor 20 is used in a
radio frequency (RF) communication circuit. In one example,
the width w of metal lines 22, 24 is 83 pm, and the spacing g
between metal lines 22, 24 is 48 pm.

FIG. 4 is a top view of a bandpass filter 30 formed using a
pair of spiral planar capacitors, such as spiral capacitor 20
shown in FIG. 2, in accordance with one embodiment of the
present invention. Metal plates 40 and 45 form the conductive
plates of the first spiral planar capacitor, and metal plates 35
and 45 form the conductive plates of the second spiral planar
capacitor. Bandpass filter 30 includes, in part, an input termi-
nal coupled to metal plate 35 and an output terminal coupled
to metal plate 40. Metal plate 40 is shown as having a first
region 72 having a length 15 defining a first coplanar strip line
(CPS line) and a second region 74 having a length 1, and a
width of w,. Likewise, metal plate 45 is shown as having a
first region 82 having a length 15 defining a second coplanar
strip line and a second region 84 having the same length 1, and
width of w, as region 74. The spacing between regions 74, 84
is shown as being equal to g,. Metal plate 45 that is common
to both spiral capacitors receives a supply voltage, such as the
ground potential.

Metal plates 35, 40 are shown as having a width of W in
regions 72, 82 respectively. Metal plate 45 is shown as having
awidth of W near the areas positioned adjacent metal plates
35, 40; and a width of w,, near the areas positioned adjacent
regions 36, 46 in which the spiral arms are formed. Metal
plates 35 and 45 are shown as being separated by distance S.
Likewise, metal plates 40 and 45 are shown as being sepa-
rated by the same distance S.

As is seen, the metal lines of conductive plates 40 and 45
form spiral-shaped loops around their end point 42 and 44
within the region defined by dashed perimeter line 46.
Accordingly, within region 46, the loops of the conductive
plate 42 are formed between the loops of conductive plate 45.
Likewise, the metal lines of conductive plates 35 and 45 form
spiral-shaped loops around their end point 32 and 34 within
the region defined by dashed perimeter line 36. Accordingly,
within region 36, the loops of the conductive plate 35 are
formed between the loops of conductive plate 45. Each of the
spiral-shaped loops also forms an inductor with the charac-
teristics of a capacitor at below resonant frequency. As seen
from FIG. 4, the metal lines of the conductive loops are
selected to be wider in the outer areas 70 of the loops than the
inner areas of the loops. Accordingly, in the outer areas of the
loops the metal lines are shown as having a width of wy,
whereas in the inner areas of the loops the metal lines are
shown as having a width of ws. The spacing between the
metal lines in the loops is shown as being equal to g;.

Metal strip 38 connecting metal plates 35 and 45, as well as
metal strip 48 connecting metal plates 40 and 45 operate as
inductors when a signal applied to input terminal IN of
capacitor 30 is a radio frequency (RF) signal. In the embodi-
ment shown in FIG. 4, metal strip (also referred to herein as
inductor) 38 as well as inductor 48 have the same length 1, and
same width w, selected so as to achieve the desired induc-
tance value for inductors 38, 48. Inductors 38 and 48 are
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positioned at a distance g, from the nearest metal traces of
conductive plates 35, 40 and 45.

Metal plate 45 is shown as having an arm 100 extending
from region 74 along the width of metal plate 35 and termi-
nating in plate 104. Likewise, metal plate 35 is shown as
having an arm 200 extending from region 84 along the width
of'metal plate 45 and terminating in plate 204. Each metal arm
is shown as having a length of 1, and a width of w,. The
spacing between metal arms 100, 200 is shown as being equal
to g.sub.1. Each of metal plates 104, 204 is shown as having
a length of 1; and a width of w;. The spacing between metal
plates 104,204 is shown as being equal to g;. It is understood
that the metal lines in bandpass filter 30 include inductor(s)
and/or impedance(s) required for the proper operation of the
filter.

Table I below shows various dimensions of bandpass filter
30 adapted to operate in UNIT band in a CPS line and formed
on an alumina substrate having gold electrodes which have a
thickness of 500 nm, in accordance with one exemplary
embodiment of the present invention. The bandpass filter
whose dimensions are shown in table I has an area of 1.7
mmx1.7 mm.

TABLE I

Dimension Size

W, 825 um
W, 825 um
S 51 ym
In 760 pm
1, 580 pm
I3 113 pm
In 760 pm
Iy 1105 pm
W 150 pm
Wy 30 pm
W3 425 pm
Wy 30 pm
Ws 70 pm
We 190 pm
W7 445 ym
2 180 pm
% 85 pm
2 15 pm
-5 60 pm
s 15 pm

In one embodiment, bandpass filter 30 is formed on an
insulating layer present on a semiconductor substrate used to
manufacture an integrated circuit. In another embodiment,
bandpass filter 30 is formed on any other substantially planar
insulating layer, such as on a PCB. In one embodiment, band-
pass filter 30 is used in an RF circuit having an operating
frequency in the range of 4-5 GHz. Filter 30 may be used in an
analog front end circuit. For example, FIG. 7 shows an analog
front end circuit 350 that includes filter 30 of FIG. 4.

FIG. 5 is a flowchart 200 showing a method for forming a
planar capacitor, in accordance with one embodiment of the
present invention. To form the planar capacitor, spiral-shaped
loops are formed 202 on an insulating layer using a first metal
line. A second metal line—coplanar with the first metal line—
is used to form 204 spiral-shaped loops between the loops of
the first metal line. The first and second metal lines form the
first and second plates of the planar capacitor. The insulating
layer may be a layer formed over a semiconductor substrate,
printed circuit board, or any other substrate.

FIG. 6 is a flowchart 300 showing a method for forming a
filter, in accordance with one embodiment of the present
invention. To form the filter which has coplanar conductive
plates, spiral-shaped loops are formed 302 on an insulating
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6

layer using a first metal line. A second metal line—coplanar
with the first metal line—is used to form 304 another spiral-
shaped loops on the insulating layer. A third metal line—
coplanar with the first and second metal lines—is used to
form 306 spiral-shaped loops between the loops of the first
metal line. The third metal line is also used to form 308
spiral-shaped loops between the loops of second metal line. A
first inductor is formed 310 between the first and third metal
lines 310. A second inductor is formed 312 between the
second and third metal lines. The first and second metal lines
respectively form the input and output terminals of the filter.
The third metal lines is common to both the input as well as
the output of the filter and may receive the ground potential.
The filter is adapted to operate at radio frequencies.

The above embodiments of the present invention are illus-
trative and not limitative. The embodiments of the present
invention are not limited by the process used to form or
planarize the metal lines of the capacitor or filter. Other addi-
tions, subtractions or modifications are obvious in view of the
present disclosure and are intended to fall within the scope of
the appended claims.

What is claimed is:

1. A filter comprising:

a first metal line formed on an insulating layer, said first

metal line forming spiral-shaped loops around a first end
of the first metal line, said first metal line comprising a
first metal plate forming an input terminal of the filter;

a second metal line formed on the insulating layer, said
second metal line forming spiral-shaped loops around a
first end of the second metal line, said second metal line
comprising a second metal plate forming an output ter-
minal of the filter;

a third metal line formed on the insulating layer, said third
metal line forming first spiral-shaped loops between the
loops of the first metal line and said third metal line
forming second spiral-shaped loops between the loops
ofthe second metal line, said third metal line comprising
a third metal plate forming a ground terminal;

a first inductor coupled between the first and third metal
lines; and

a second inductor coupled between the second and third
metal lines, wherein said first, second and third metal
plates have a same width.

2. The filter of claim 1 wherein said first metal line com-
prises a first arm extending along the width of the first metal
plate and terminating in a fourth metal plate, and wherein said
second metal line comprises a second arm parallel to the first
arm and terminating in a fifth metal plate parallel to the fourth
metal plate.

3. The filter of claim 2 wherein a length of the first and
second arms is smaller than a length of an outer loop of each
of the spiral-shaped loops of the first and second metal lines.

4. The filter of claim 2 wherein a width of the fourth metal
plate is greater than a length of the fourth metal plate, and
wherein a width of the fifth metal plate is greater than a length
of the fifth metal plate.

5. The filter of claim 4 wherein said fourth and fifth metal
plates have the same length.

6. The filter of claim 5 wherein said fourth and fifth metal
plates have the same width.

7. The filter of claim 1 wherein said filter is disposed in an
analog front end circuit.

8. The filter of claim 1 wherein a length of each of the first
and second inductors is greater than the width of each of the
first and second metal plates.

9. The filter of claim 1 wherein a width of the first metal line
and a width of the third metal line in the respective associated
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spiral-shaped loops are greater than a spacing between the
first and third metal lines in the respective associated spiral-
shaped loops, and wherein a width of the second metal line
and the width of the third metal line in the respective associ-
ated spiral-shaped loops are greater than a spacing between
the second and third metal lines in the respective associated
spiral-shaped loops.

10. A non-transitory computer readable storage medium
comprising instructions that when executed by a processor
cause the processor to:

form a first metal line on an insulating layer, said first metal

line forming spiral-shaped loops around a first end
thereof, said first metal line comprising a first metal plate
forming an input terminal of a filter;
form a second metal line on the insulating layer, said sec-
ond metal line forming spiral-shaped loops around a first
end thereof, said second metal line comprising a second
metal plate forming an output terminal of the filter;

form a third metal line on the insulating layer, said third
metal line forming first spiral-shaped loops between the
loops of the first metal line and said third metal line
forming second spiral-shaped loops between the loops
of'the second metal line, said third metal line comprising
a third metal plate forming a ground terminal;

form a first inductor between the first and third metal lines;

and

form a second inductor between the second and third metal

lines, thereby to form the filter, wherein said first, second
and third metal plates have a same width.

11. The non-transitory computer readable storage medium
of claim 10 wherein a width of the first metal line and a width
of the third metal line in the respective associated spiral-
shaped loops are greater than a spacing between the first and
third metal lines in the respective associated spiral-shaped
loops, and wherein a width of the second metal line and the
width of the third metal line in the respective associated
spiral-shaped loops are greater than a spacing between the
second and third metal lines in the respective associated spi-
ral-shaped loops.

12. The non-transitory computer readable storage medium
of claim 10 wherein a length of each of the first and second
inductors is greater than the width of each of the first and
second metal plates.

13. The non-transitory computer readable storage medium
of claim 10 wherein said instructions further cause the pro-
cessor to:

dispose the filter in an analog front end circuit.

14. The non-transitory computer readable storage medium
of claim 10 wherein said instructions further cause the pro-
cessor to:

form a first metal arm by extending the first metal line

along the width of the first metal plate;

terminate the first metal arm in a fourth metal plate; and

form a second metal arm by extending the second metal

line along the width of the second metal plate; and
terminate the second metal arm in a fifth metal plate.

15. The non-transitory computer readable storage medium
of claim 14 wherein a length of the first and second arms is
smaller than a length of an outer loop of each of the spiral-
shaped loops of the first and second metal lines.

16. The non-transitory computer readable storage medium
of'claim 14 wherein a width of the fourth metal plate is greater
than a length of the fourth metal plate, and wherein a width of
the fifth metal plate is greater than a length of the fifth metal
plate.
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17. The non-transitory computer readable storage medium
of'claim 16 wherein said fourth and fifth metal plates have the
same length.

18. The non-transitory computer readable storage medium
of'claim 16 wherein said fourth and fifth metal plates have the
same width.

19. A method of forming a filter, the method comprising:

forming a first metal line on an insulating layer, said first

metal line forming spiral-shaped loops around a first end
thereof, said first metal line comprising a first metal plate
forming an input terminal of the filter;

forming a second metal line on the insulating layer, said

second metal line forming spiral-shaped loops around a
first end thereof, said second metal line comprising a
second metal plate forming an output terminal of the
filter;

forming a third metal line on the insulating layer, said third

metal line forming first spiral-shaped loops between the
loops of the first metal line and said third metal line
forming second spiral-shaped loops between the loops
ofthe second metal line, said third metal line comprising
a third metal plate forming a ground terminal;

forming a first inductor between the first and third metal

lines; and

forming a second inductor between the second and third

metal lines, wherein said first, second and third metal
plates have a same width.

20. The method of claim 19 further comprising:

disposing the filter in an analog front end circuit.

21. The method of claim 19 wherein a length of each of the
first and second inductors is greater than the width of each of
the first and second metal plates.

22. The method of claim 19 further comprising:

forming a first metal arm by extending the first metal line

along the width of the first metal plate;

terminating the first metal arm in a fourth metal plate; and

forming a second metal arm by extending the second metal

line along the width of the second metal plate; and
terminating the second metal arm in a fifth metal plate.

23. The method of claim 22 wherein a length of the firstand
second arms is smaller than a length of an outer loop of each
of the spiral-shaped loops of the first and second metal lines.

24. The method of claim 22 wherein a width of the fourth
metal plate is greater than a length of the fourth metal plate,
and wherein a width of the fifth metal plate is greater than a
length of the fifth metal plate.

25. The method of claim 24 wherein said fourth and fifth
metal plates have the same width.

26. The method of claim 24 wherein said fourth and fifth
metal plates have the same length.

27. The method of claim 19 wherein a width of the first
metal line and a width of the third metal line in the respective
associated spiral-shaped loops are greater than a spacing
between the first and third metal lines in the respective asso-
ciated spiral-shaped loops, and wherein a width of the second
metal line and the width of the third metal lines in the respec-
tive associated spiral-shaped loops are greater than a spacing
between the second and third metal lines in the respective
associated spiral-shaped loops.

28. An apparatus comprising:

means for forming a first metal line on an insulating layer,

said first metal line forming spiral-shaped loops around
a first end thereof, said first metal line comprising a first
metal plate forming an input terminal of a filter;

means for forming a second metal line on the insulating

layer, said second metal line forming spiral-shaped
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loops around a first end thereof, said second metal line
comprising a second metal plate forming an output ter-
minal of the filter;

means for forming a third metal line on the insulating layer,

said third metal line forming first spiral-shaped loops
between the loops of the first metal line and said third
metal line forming second spiral-shaped loops between
the loops of the second metal line, said third metal line
comprising a third metal plate forming a ground termi-
nal;

means for forming a first inductor between the first and

third metal lines; and

means for forming a second inductor between the second

and third metal lines, wherein said first, second and third
metal plates have a same width.

29. The apparatus of claim 28 wherein a length of each of
the first and second inductors is greater than the width of each
of the first and second metal plates.

30. The apparatus of claim 28 wherein a width of the first
metal line and a width of the third metal line in the respective
associated spiral-shaped loops are greater than a spacing
between the first and third metal lines in the respective asso-
ciated spiral-shaped loops, and wherein a width of the second
metal line and the width of the third metal line in the respec-
tive associated spiral-shaped loops are greater than a spacing
between the second and third metal lines in the respective
associated spiral-shaped loops.
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31. The apparatus of claim 28 further comprising:

means for forming a first metal arm by extending the first
metal line along the width of the first metal plate;

means for terminating the first metal arm in a fourth metal
plate;

means for forming a second metal arm by extending the

second metal line along the width of the second metal
plate; and

means for terminating the second metal arm in a fifth metal

plate.

32. The apparatus of claim 31 wherein a length of the first
and second arms is smaller than a length of an outer loop of
each of the spiral-shaped loops of the first and second metal
lines.

33. The apparatus of claim 31 wherein a width of the fourth
metal plate is greater than a length of the fourth metal plate,
and wherein a width of the fifth metal plate is greater than a
length of the fifth metal plate.

34. The apparatus of claim 33 wherein said fourth and fifth
metal plates have the same length.

35. The apparatus of claim 33 wherein said fourth and fifth
metal plates have the same width.

36. The apparatus of claim 28 further comprising:

means for disposing the filter in an analog front end circuit.
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